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19.86.270 Large Mixed-Use Building with Tower

A. A building designed for occupancy by retail, service, and/or office uses on the ground
floor, with upper floors also used for those types of uses or for dwelling units. A tower
shall be integrated into the mass of the building, either at the corner or in the front center
of the building. A large mixed-use building shall be placed on a site as set forth in Table
6-26.

Table 6-26
Building Placement.

Front build-to-line: The front facade | A
of the building shall be placed at the
back of the sidewalk.

The tower may protrude out to no B
closer than two feet from the face of
curb, acting as an arcade for the
sidewalk.

Encroachment over the sidewalk may | C
be allowed for some frontage types.

Side setbacks: None required; 10 feet | D
minimum if provided.

Rear setback: 5 feet from the alley. E

Building Size and Massing.

The tower footprint shall not exceed F
600 sf.

Building height: Buildings shall be G
three stories.

The tower shall have a fourth story H
and a belvedere, lantern or bell
chamber above. The tower shall
project above the principal building
by a maximum of two times the
ground floor height.

The fourth story in the tower shall be | |
no taller than the height of the ground
floor. The belvedere, lantern or bell
chamber shall also be no taller than
the height of the ground floor.
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Parking.

On-site parking shall be located a J
minimum of 28 feet behind the back
of the sidewalk.

B. Buildings on corner lots shall place the tower on the corner.

C. All towers shall be designed and constructed in a manner that would permit an antenna
for wireless telecommunications facilities to be located within the tower.

D. Frontage types of shopfronts, galleries, and arcades are preferred.

E. The main entrance to each ground floor commercial or shopfront shall be directly from
the street.

F. Entrances to residential portions of the building shall be through a street level lobby or
through a podium lobby accessible from the street or through a side yard.

G. On-site parking may be in an underground garage or may be surface or tuck-under

parking, or a combination of any of the above.
(Ord. 2358 §22)
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19.86.280 Mixed-Use Liner Building

BUILDING TYPES

A. A building designed for occupancy by retail, service, and/or office uses on the ground
floor, with upper floors also for those uses or for dwelling units. The building is
designed to shield surface and structured parking from view at the street. A mixed-use
liner building shall be placed on a site as set forth in Table 6-27

Table 6-27

Building Placement.

Front build-to-line: The front facade
of the building shall be placed at the
back of the sidewalk.

Encroachment over the sidewalk may
be allowed for some frontage types.

Side setbacks: None required; 10 feet
minimum if provided.

Rear setback: 5 feet from the alley.

Building Size and Massing.

Building height: Buildings shall be
two or three-stories.

Parking.

On-site parking shall be located a
minimum of 22 feet behind the back
of the sidewalk.

19.86-48
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B.

C.
D.
E

F.

Groups of liner buildings shall be from three to six attached units, allowing pedestrian
access to parking at the block interior.

Frontage types of shopfronts, galleries, and arcades are preferred.

The main entrance to each ground floor shopfront shall be directly from the street.
Entrance to residential portions of the building shall be through a street level lobby, or
through a podium lobby accessible from the street or a side yard, or through individual
entrances from the street. Where common lobbies are employed, interior access to each
dwelling shall be through a corridor.

On-site parking shall be accessed from an alley and shall be covered or uncovered
surface parking.

(Ord. 2358 §22)
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19.86.290 Residential Liner Building

A. A multi-story building designed for residential occupancy with a tuck-under garage or
open tuck-under parking stalls on the ground floor. When the building is located at a
corner and tuck-under parking is not feasible, a live-work configuration shall be used.
The building is designed to shield surface parking from view at the street. A residential
liner building shall be placed on a site as set forth in Table 6-28.

Table 6-28
Building Placement.

Front build-to-line: The front facade | A
of the building shall be placed 4 to 6
feet from the back of the sidewalk.

Side setbacks: None required; 10 feet | B
minimum if provided.

Rear setback: 5 feet from the alley. C

Building Size and Massing.

Building height: Buildings shall be D
two or three-stories.

Parking.

On-site parking shall be located a E
minimum of 4 feet behind the back of
the sidewalk.
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B.
C.
D.
E

F.

Groups of residential liner buildings shall be between three and six attached units,
allowing pedestrian access to parking at the block interior.

Frontage types of stoops and dooryards are preferred.

The main entrance shall be through a street level doorway.

On-site parking shall be accessed from an alley and may be tuck-under surface parking or
surface parking where tuck-under parking is not feasible.

Landscaping shall be provided in raised planters between the front building facade and
the sidewalk.

(Ord. 2358 §22)
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19.86.300 Office Building
A. A building designed for occupancy by office uses on all floors. An office building shall
be placed on a site as set forth in Table 6-29
Table 6-29

Building Placement.

Front build-to-line: The front facade | A
of the building shall be placed at the
back of the sidewalk.

Encroachment over the sidewalk may | B
be allowed for some frontage types.

Side setbacks: 5 feet minimum on C
each side.

Rear setback: 5 feet minimum from D
the alley.

Building Size and Massing.

Building height: Buildings shall be E
two or three-stories.

Parking.

On-site parking spaces shall be F
located a minimum of 28 feet behind
the back of the sidewalk.

Office

B)| office

Office

Street
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B. Frontage types of shopfronts, galleries, and arcades are preferred.
C. The main entrance to the ground floor shall be directly from the street.
D. On-site parking shall be accessed from an alley and may be in an underground garage or

surface or tuck-under parking, or a combination of any of the above.
(Ord. 2358 §22)
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19.86.310 Parking Structure with Mixed-Use Liner Buildings.

BUILDING TYPES

A A multi-story structure designed for parking, with multi-story mixed-use liner buildings
shielding the parking structure from view at the street. A parking structure with mixed-

use liner buildings shall be placed on a site as set forth in Table 6-30.

Table 6-30

Building Placement.

Front build-to-line: The front facade
of the mixed-use liner buildings shall
be placed at the back of the sidewalk.

The parking structure shall be either
attached to the rear of the liner
building, or detached with an alley or
a 10 to 20 foot service lane in
between.

Encroachment over the sidewalk may
be allowed for some frontage types.

Side setbacks: None required; 10 feet
minimum if provided.

Rear setback: None required; 5 feet
from an alley if provided.

Building Size and Massing.

When attached, liner buildings shall
cover a minimum of 70 percent of the
parking structure perimeter fronting
the public street.

Building height: The parking
structure shall be a maximum of four
stories.

Liner buildings shall be two or three
stories.

Parking.

Parking spaces shall be located a
minimum of 16 feet behind the back
of the sidewalk.

19.86-54

(8/2/07)



Chico Municipal Code BUILDING TYPES

G.
(Ord. 23

Groups of liner buildings shall be one or two attached units when attached to the parking
structure, or three to six attached units when not attached to the parking structure,
allowing pedestrian access to parking at the block interior.

Frontage types of shopfronts, galleries, and arcades are preferred.

The main entrance to each ground floor shopfront of all the liner buildings shall be
directly from the street.

The pedestrian entrance to the parking structure shall be accessed directly from and be set
back from the street.

Common entrances to residential portions of the liner buildings shall be through a street
level lobby, a podium lobby accessible from the street or a side yard or through

individual street level entrances. Where common lobbies are employed, interior access to
each dwelling shall be through a corridor.

On-site parking shall be within the parking structure.

58 §22)
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19.86.320 Parking Structure with Inset Shopfront Buildings

BUILDING TYPES

A. A structure designed for occupancy by retail, service and/or office uses as well as parking
on the ground floor, with upper floors used for parking. Ground floor parking is shielded
from view at the street by inset shopfronts. A parking structure with inset shopfront

buildings shall be placed on a site as set forth in Table 6-31.

Table 6-31

Building Placement.

Front build-to-line: The front facade
of the building shall be placed at the
back of the sidewalk.

Encroachment over the sidewalk may
be allowed for some frontage types.

Side setbacks: None required; 10 feet
minimum if provided.

Rear setback: None required; 5 feet
from an alley if provided.

Building Size and Massing.

Shopfronts shall cover a minimum of
70% of the parking structure
perimeter fronting the public street.

Building height: Parking structures
shall be three or four-stories.
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B. Frontage types of shopfronts and arcades are preferred.
C. The main entrance to each ground floor shopfront shall be directly from the street. The

pedestrian entrance to the parking structure shall be accessed directly from and be set
back from the street.

D. On-site parking shall be in the parking structure.
(Ord. 2358 §22)
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19.86.330 Mixed-Use Building with Gas and Pump Canopy

BUILDING TYPES

A. A building designed for occupancy by retail services on the ground floor, with upper
floors used for office and/or dwelling units. A Mixed-Use Building with Gas and Pump

Canopy shall be placed on a site as set forth in Table 6-32.

Table 6-32

Building Placement.

Front build-to-line: The front facade
of the building shall be placed at the
back of the sidewalk.

Encroachment over the sidewalk may
be allowed for some frontage types.

Side setbacks: None required; 10 feet
minimum if provided.

Rear setback: 5 feet from the alley.

Building Size and Massing.

Building height: Buildings shall be a
maximum of three stories.

If the building is a single story,
building height shall not exceed 35
feet.

Parking.

On-site parking shall be located a
minimum of 12 feet behind the back
of the sidewalk.
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B. Buildings shall be singular at an intersection corner with no attached units.

C. Frontage types of shopfronts, galleries, and arcades are preferred.

D. The main entrance to each ground floor retail shall be directly from the gas pumps at the
block interior.

E. All exterior light sources, including canopy, perimeter, and flood, shall be energy-

efficient, stationary, and shielded or recessed within the roof canopy to ensure that all
light is directed away from adjacent properties and public rights-of-way. Lighting shall
not be of a high intensity so as to cause a traffic hazard, be used as an advertising
element, or adversely affect adjacent properties, in compliance with Section 19.60.050
(Exterior lighting).

F. Openings of service bays shall be designed to minimize the visual intrusion onto adjacent
properties.
G. Entrance to residential portions of the building shall be through a street level lobby, or

through an individual entrance accessible from the street or through a side door yard.
Where a common lobby and stair or elevator is used, interior access to each dwelling
shall be through a corridor.

H. Parking and services shall be accessed from an alley or drive lane.

l. On-site parking shall be surface parking.
(Ord. 2358 §22)
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19.86.340 Dock Height Commercial Building

A. A building designed to accommodate light manufacturing and heavy commercial uses,
with a screened outdoor area for shipping and deliveries by heavy trucks and off street
parking. A dock height commercial building shall be placed on a site as set forth in

Table 6-33.

Table 6-33

Building Placement.

Front build-to-line: The front facade
of the building shall be placed from 5
to 12 feet from the back of the
sidewalk.

Encroachment over the sidewalk may
be allowed for some frontage types.

Side setbacks: None required; 5 feet
minimum if provided.

Rear setback: None required; 5 feet
from alley if provided.

Building Size and Massing.

Building height: Buildings shall be
one story with a maximum building
height of 35 feet.

Parking.

Parking and on-site vehicle circulation
areas shall be located at least 5 feet
from the back of the sidewalk.

The vehicle entrance to the dock yard
from the street shall not exceed a
maximum width of 30 feet.

19.86-60
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B. Frontage types of shopfronts, galleries and arcades are preferred.
C. The main pedestrian entrance to the ground floor shall be directly from the street.
D. The dock yard area shall be screened from view by a decorative masonry street wall with

a maximum height of 5 feet located 5 feet from the back of the street sidewalk.
Landscaping shall be provided within a 5-foot planter area between the sidewalk and the
masonry street wall.

E. On-site parking and loading bays shall be in the dock yard area. Parking and services
shall be accessed from within the dock yard, or from an alley. The vehicle entrance to
the dock yard may be from either an alley or from the street through an entrance not to

exceed a width of 30 feet.
(Ord. 2358 §22)
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19.86.350 Dock Height Commercial Building with Liner

BUILDING TYPES

A. A building designed to accommodate light manufacturing and heavy commercial uses,
with a screened outdoor area for shipping and deliveries by heavy trucks. A dock height
commercial building with liner shall be placed on a site as set forth in Table 6-34.

Table 6-34

Building Placement.

Front build-to-line: The front facade
of the liner building shall be placed at
the back of the sidewalk.

Encroachment over the sidewalk may
be allowed for some frontage types.

Side setbacks: None required; 5 feet
minimum if provided.

Rear setback: None required; 5 feet
when abutting an alley.

Building Size and Massing.

The liner portion of the building shall
have a minimum depth of 16 feet and
a maximum depth of 40 feet from the
back of the sidewalk. When a single
story building is screened by a liner
building, the liner portion of the
building shall be a minimum of two
stories and the single story building
being screened shall not exceed a
height of 35 feet.

Building height: Buildings shall be a
maximum of three stories.

Parking.

Parking and on-site vehicle circulation
areas shall be a minimum of 5 feet
from the back of the sidewalk.

The vehicle entrance to the dock year
from the street shall not exceed a
maximum width of 30 feet.
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B. Frontage types of shopfronts, galleries, and arcades are preferred.
C. The main pedestrian entrance to the ground floor shall be directly from the street.
D. The dock yard area shall be screened from view by a decorative masonry street wall with

a maximum height of 5 feet, located 5 feet from the back of the street sidewalk.
Landscaping shall be provided within a 5-foot planter area between the sidewalk and the
screening street wall.

E. On-site parking and loading bays shall be in the dockyard area. Parking and services

shall be accessed from within the dockyard or an alley.
(Ord. 2358 §22)

19.86.360 Civic Buildings
Buildings used for civic uses may be a building type provided for in this chapter, or an

alternative building type as approved by an applicable regulatory plan.
(Ord. 2358 §22)
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19.86.370
A

Civic Building with Projecting Tower
A multi-story building designed for civic uses with an attached tower in the front. A

BUILDING TYPES

civic building with projecting tower shall be placed on its site, and designed and

constructed as set forth in Table 6-35.

Table 6-35

Building Placement.

Front build-to-line: The front facade

of the building shall be set back from

the sidewalk to allow for a grand stair
and/or plaza.

Side setbacks: None required; 10 feet
minimum if provided.

Rear setback: 5 feet from the alley.

Building Size and Massing.

Tower footprint shall not exceed 600
sf.

Building height: Buildings shall be
two or three-stories.

The tower shall have a fourth story
and a belvedere, lantern or bell
chamber above.

The tower shall project above the
principal building by a maximum of
two times the ground floor height.

Parking.

On-site parking shall be located a
minimum of 50 feet from the back of
the sidewalk.
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B.

Frontage types shall be as permitted by the applicable TND designation or as specified in
the applicable regulatory plan.

All towers shall be designed and constructed in a manner that would permit an antenna
for wireless telecommunications facilities to be located within the tower.

The main entrance to the ground floor shall be from the street.

On-site parking shall be in an underground garage, or may be surface or structural
parking, or a combination of any of the above.

(Ord. 2358 §22)
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Chapter 19.88
MOTOR VEHICLE AND BICYCLE PARKING

Sections:

19.88.010 Purpose

19.88.020 General vehicle parking standards

19.88.030 Vehicle parking requirements

19.88.040 Parking lot standards

19.88.050 Reduction of vehicle parking requirements

19.88.060 Transportation demand management (TDM) plan submittal requirements
19.88.070 Bicycle parking standards

19.88.010 Purpose.
This Chapter provides the requirements and standards for vehicle and bicycle parking within

the TND zoning district.
(Ord. 2358 §22)

19.88.020 General vehicle parking standards.

A. Vehicular parking shall be provided as required and may be reduced for mixed use as set
forth in section 19.88.050.

B. Required minimum parking for all residential uses on property designated NE and NG shall
be provided on-site.

C. On street parking spaces along the frontage lines that correspond to each lot shall be counted
toward the parking requirement of the building on the lot. This does not apply to parking
required for residential uses on properties designated NE and NG.

D. Required parking for uses on properties designated NC and CORE may be provided in
surface parking lots or parking structures within one-quarter mile of the site served. Off-site
parking may be located at a more remote site, when approved by a use permit. All off-site
parking shall be subject to approval by the director of a suitable long-term lease, or other
binding agreement, which is recorded and which guarantees that the parcel containing the use
or structure for which the parking is being provided has an irrevocable right to utilize the
identified parcel for parking.

E. The location of parking on each site and the manner in which it is accessed shall be as
specified for each building type in Chapter 19.86 or, for building types not listed in Chapter
19.86, as specified in the applicable regulating plan.

F. Parking lots shall be masked from the frontage by a liner building or street screen.

G. Parking garages shall be developed so that:

1. Parking shall be masked by a liner building.

2. Parking in raised basements shall be masked at the street level by a liner building or
street screen.

3. Pedestrian entrances to parking structures shall be directly from the street. Only
underground parking facilities may be entered by pedestrians directly from a principal
building.

H. The vehicular access to a parking lot or structure from a street shall be no wider than 30 feet.

(Ord. 2358 §22)

19.88.030 Vehicle parking requirements.
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A. Parking requirements based on the type of use and the TND designation, except SD, shall be
as set forth in Table 6-36, below. Parking requirements for uses on properties designated SD
shall be as determined in the applicable regulating plan.

Table 6-36 Minimum Vehicle Parking Standards by TND Designation and Land Use Type

Required Parking:(1) NE & NG NC CORE
Residential (2) 2.0/dwelling (3) 1.0/dwelling 1.0/dwelling
Lodging 1.0/room 1.0/room 1.0/room
Other (4) 2.0/1,000 sq. ft. 1.8/1,000 sq. ft. 1.6/1,000 sq. ft.

(1) Liner buildings which mask a parking lot or parking structure shall be exempt from the requirement to
provide vehicle parking.

(2) Senior housing units, SRO units and studio apartments designated for low or very low income
households may provide parking in accordance with the requirements set forth in this section or in
section 19.70.040.

(3) A total of three (3) on-site parking spaces shall be required for single-family dwellings with a second
unit, except that on corner lots only 2 parking spaces shall be required.

(4) The parking requirements for shell buildings for which the use has not yet been determined, shall be
calculated using this standard.

B. When a parking requirement is based upon square feet (for example: “2.0/1,000 sq. ft”), the
term *“square feet” means the gross square footage of floor area.

C. When a parking requirement is based upon the number of dwellings (for example:
1.0/dwelling), the term “dwelling” means each dwelling unit. Each Live/Work unit,
including both its living space and working space, shall be counted as one dwelling unit.

D. When a parking requirement is based upon the number of rooms (for example: “1.0/room”),
the term “room” means a guest room or suite, and no additional spaces are required for
accessory facilities such as restaurants, meeting rooms, swimming pools, or other accessory

facilities.
(Ord. 2358 §22)

19.88.040 Parking lot standards.

A. Parking stall and lot dimensions shall comply with the standards set forth in section
19.70.060.C.

B. All parking lots shall be designed and constructed so as to meet the requirements regarding

drainage, lighting and landscaping set forth in section 19.70.060.
(Ord. 2358 §22)

19.88.050 Reduction of vehicle parking requirements.

The number of required parking spaces may be reduced, and the type or location of required
parking may be modified as follows.

A. Shared parking for mixed uses. When two or more uses have different periods of peak
parking demand (e.g., a movie theater and an office) and share a common parking supply, the
number of spaces required may be reduced by a use permit approved by the zoning
administrator. The reduction in the number of required spaces shall be calculated by either:
1. The methodology set forth in the Urban Land Institute publication Shared Parking. For

the base parking ratios (i.e. the parking space ratios required before taking into account
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sharing of spaces), the requirements of this chapter shall be used; or

2. A shared parking study submitted by the applicant which justifies the shared parking
reduction.

The zoning administrator shall approve a shared parking reduction only if:

1. The number of spaces required will meet the greatest parking demand of any
participating uses;

2. Evidence has been submitted by the parties to the shared parking facilities which
demonstrates the lack of potential conflict;

3. Additional documents, as may be deemed necessary by the zoning administrator, are
executed to ensure the parking spaces provided are maintained and used as approved.
Reduction or waiver of parking. The number of required parking spaces may be reduced or

waived by a use permit approved by the zoning administrator based on either quantitative
information provided by the applicant that documents the need for fewer spaces or the
implementation of a Transportation Demand Management Plan which establishes a specific
set of programs designed to reduce parking demand.

(Ord. 2358 §22)

19.88.060 Transportation demand management (TDM) plan submittal requirements.

A

B.

All applicants for a reduction in parking based on a TDM shall submit the following
information in conjunction with the use permit application for reduced parking:

A TDM plan setting forth a list of the measures proposed to be implemented and a detailed
program for implementation and enforcement. Table 6-37 provides a partial list of measures
which may included as part of the TDM plan.

A site plan that designates, as applicable, TDM design elements including the location of all
vehicle and bicycle parking and other amenities such as showers and lockers.

(Ord. 2358 §22)

Table 6-37 TDM Measures
Unbundled Parking Costs
Parking Cash-Out
Universal Transit Pass
Bicycle Parking, Long-Term and Short-Term
Showers/Clothes Lockers
Designated Employee Contact
Carpool and Vanpool Ridematching Service
Preferential Parking for Carpools and VVanpools
Guaranteed Ride Home Program
Promotional Programs
Car-Sharing
Transportation Management Association Participation
Information Board/Kiosks
Shuttle Program
Compressed Work Week/Flextime
Telecommuting
Other Measures

19.88.070 Bicycle parking standards.

A.

Exemptions from Bicycle Parking Standards. The following are exempt from the bicycle
parking standards of this section:
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1.
2.

Building alterations which do not add usable square footage to the building.
Temporary uses as defined in Chapter 19.22.

B. Bicycle Parking Space Standards.

1.

Bicycle parking spaces shall be at least 6 feet long and 2 feet wide with an overhead
clearance of at least 7 feet, and with a 5 foot access aisle. The minimum required width
for a bicycle parking space may be reduced to 18" if designed using a hoop rack.
Bicycles may be tipped vertically for storage, but not hung above the floor. Bicycle
parking shall be provided at ground level unless an elevator is easily accessible to an
approved bicycle storage area. These standards shall not apply to bicycle parking located
in garages or storage areas assigned to individual dwelling units in multi-family
residences.

When more than five bicycle parking spaces are required, a minimum of 25% of the
spaces shall be covered.

Direct access from bicycle parking areas to the public right-of-way and pedestrian access
from the bicycle parking area to the building entrance shall be provided with access
ramps, if necessary.

C. Bicycle Parking Location and Security.

1.

2.

3.

Bicycle parking shall consist of a securely fixed structure that supports the bicycle frame
at two points in a stable position without damage to wheels, frame or components and
that allows the frame and both wheels to be locked to the rack by a bicyclist's own
locking device. Bicycle parking shall be conveniently located, generally near the main
entrance to the building, and shall not be farther than the closest on-site automobile
parking space (except disabled parking).

Bicycle spaces shall be separated from motor vehicle parking spaces or aisles by a fence,
wall, or curb, or by at least 5 feet of open area, marked to prohibit motor vehicle parking.
All outdoor bicycle parking shall be located on concrete, pavement or an alternative
surface approved by the director.

D. Minimum Required Parking Spaces. The minimum number of bicycle parking spaces shall
be calculated as follows:

1.

2.

3.

Single-family Residential Uses. No bicycle parking spaces are required for single-family
residences.

Other Uses. All uses other than single-family residential shall provide a number of
bicycle parking spaces equal to 20% of the number of spaces required for motor vehicle
parking.

The amount of bicycle parking to be required for uses on property designated SD shall be
established by the applicable regulating plan.

(Ord. 2358 §22)
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AND OTHER PUBLIC WAYS

Chapter 19.90

STANDARDS FOR STREETS, ALLEYS AND OTHER PUBLIC WAYS

Sections:

19.90.010 Purpose

19.90.020 Applicability

19.90.030 Establishment of an emergency response network and thoroughfare standards
19.90.040 Street and streetscape standards

19.90.050 Street standard plans

19.90.010 Purpose.

This Chapter provides standards for the design of public streets and the character of the

streetscape between buildings across public streets within the TND zoning district.
(Ord. 2358 §22)

19.90.020 Applicability.

Except as provided in section 19.90.040, only the street types and standards referenced in

this chapter shall be used in a traditional neighborhood development approved in compliance

with this Division.
(Ord. 2358 §22)

19.90.030 Establishment of an emergency response network and thoroughfare standards.

To ensure adequate emergency response, an Emergency Response Network (ERN) must be

established as set forth in this section. The ERN is comprised of primary and secondary streets.

A

B.

mo o

Primary Street. A free movement street type with no unwarranted stop signs or signals and

no vertical traffic calming measures.

Secondary Street. A free movement street type with no unwarranted stop signs or signals.

Vertical traffic calming measures are limited to raised intersections and curb extensions

(bulbing).

ERN streets shall be connected. No cul-de-sacs or dead-end streets are permitted.

The maximum distance between ERN intersections shall be 660 feet.

Off-Network thoroughfares may be added to the street network providing emergency

response. These off-network streets provide additional circulation for vehicles, bicycles, and

pedestrians as well as additional public parking.

1. Buildings addressing onto an off-network thoroughfare where the building is not within
150 feet of an ERN street shall be protected with a fire sprinkler system.

2. Alleys are considered off-network streets as they are not typically used for emergency
response.

Table 6-38 below sets forth emergency response network standards.
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(Ord. 2358 §22)

Table 6-38 Emergency Response Network Standards

Chico Thoroughfare Private Lot Maximum Maximum Intersection Length of
Municipal Type Frontage on Distance to Block Detailed for Curb Bulb
Code Title Thoroughfare Primary or Length Fire Out
18R Segment Secondary Department in Parking
TND ERN Vehicle Lane at
Standard # Intersections
TN-2 Blvd with side
@ drive and bike Alley Required n/a 660" Yes 20'
S lane
é Free
> Movement
$ S
23 TN-3 Blvd with bike
g2 lanes Alley Required n/a 660" Yes 20"
Y Free
S Movement
E
& TN-4 36'
Commercial Alley Required nla 660’ Yes 20’
Street
Free
Movement
TN-5 32" Interior Yes
Street Alley Required n/a 660" Curb bulb at 30
Free top of tee
gy Movement intersection
85
E 2 TN-6 27" Interior Yes
oz Street Alley Required n/a 660" Curb bulb at 30
ge Free top of tee
g g Movement intersection
(S
b2 TN-7 27' Drive at Alley Required n/a 660’ Yes 30’
Greenway Curb bulb at
Free top of tee
Movement intersection
TN-8 26" Interior Alley Required. 500' 400 Yes 30
Street Buildings addressing Curb bulb at
One Way off-network streets top
farther than 150 of tee
x from the ERN intersection
St require
g 3 NFPA 13 BR fire
£ 2 sprinklers.
O+
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Chico
Municipal
Code Title

18R
TND Street
Standard #

Thoroughfare
Type

Private Lot Frontage
on
Thoroughfare
Segment

Maximum
Distance to
Primary or
Secondary
ERN

Maximum
Block
Length

Intersection
Detailed for
Fire
Department
Vehicle

Length of
Curb Bulb
Out
in Parking
Lane at
Intersections

Off-Network Thoroughfares

TN-9

19" Interior
Street
One Way

Alley Required.
Buildings addressing
off-network streets
farther than 150'
from the ERN require
NFPA 13 BR fire
sprinklers.

500

300'

Yes
Curb bulb at top
of tee
intersection

30'

TN-10

19' One-Way
Interior Street
Free

Movement
at Green or
Square

Alley Required.
Building addressing
off-network streets
farther than 150'
from the ERN require
NFPA 13 BR fire
sprinklers.

500'

300'

Yes
Curb bulb at top
of tee
intersection

30'

TN-12

20' ROW
Alley

Accessory unit
allowed if fire hose is
provided through front

of lot. If access is
only from the alley
and the building is
further than 150' from
nearest ERN street,
NFPA 13 fire
sprinklers required in
accessory unit.

n/a

n/a

No

n/a

TN-14

Mid-Block
Passage

Buildings greater than
150" from curb of the
nearest ERN street
require NFPA 13 fire
sprinklers.

n/a

n/a

No

n/a

n/a

Bungalow
Court

Buildings greater than
150" from curb of the
nearest ERN street
require NFPA 13 fire
sprinklers.

n/a

n/a

No

n/a

n/a

Walkway for
an Engaged
Green or Plaza

Buildings greater than
150" from curb of the
nearest ERN street
require NFPA 13 fire
sprinklers.

n/a

n/a

No

n/a

19.90.040 Street and Streetscape Standards.
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Each street and streetscape within the TND zoning district shall be designed and constructed in
compliance with the street standards set forth in Title 18R which are specifically applicable to the
TND zoning district, in addition to the City’s standards for street construction. These standards
may be modified by the planning commission where necessary to accommodate existing
conditions in a developed area of the City when new street and streetscape improvements are

required or constructed.
(Ord. 2358 §22)
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Chapter 19.92
SIGN STANDARDS

Sections:

19.92.010 Purpose

19.92.020 Applicability

19.92.030 Prohibited Signs

19.92.040 General Requirements for All Signs
19.92.050 Sign Standards by TND designation
19.92.060 Non-Conforming Signs

19.92.010 Purpose.

These sign regulations are intended to appropriately limit the placement, type, size, and
number of signs allowed within the TND zone, and to require the proper maintenance of signs.
The purposes of these limitations and requirements are to:

A. Avoid traffic safety hazards to motorists, bicyclists, and pedestrians, caused by visual
distractions and obstructions;

B. Promote the aesthetic and environmental values of the community by providing for signs that
do not impair the attractiveness of the City as a place to live, work and shop;

C. Provide for signs as an effective channel of communication, while ensuring that signs are
aesthetically proportioned in relation to adjacent structures and the structures to which they
are attached; and

D. Safeguard and protect the public health, safety, and general welfare.
(Ord. 2358 §22)

19.92.020 Applicability.

A. Signs regulated. These sign regulations apply to all signs within the TND zoning district,
except that directional/instructional signs, temporary signs and real estate signs shall instead
comply with the requirements of Chapter 19.74 (Signs).

B. Applicability to sign content. The provisions of this Chapter do not regulate the message or
content of a sign (sign copy).

C. Sign permit requirements. Sign installation within the TND zone shall require sign permit
approval in compliance with 19.74 (Signs), unless exempted from sign permit requirements
pursuant to Section 19.74.050 (Exemptions from Sign Approval).

D. Definitions. The definitions of specialized terms and phrases set forth in Chapter 19.74

(Signs) shall apply herein.
(Ord. 2358 §22)

19.92.030 Prohibited Signs.

Signs prohibited within the City by Section 19.74.070 (Prohibited Signs), and all other sign
types and sizes not expressly allowed by this Chapter shall be prohibited within the TND zoning
district, including the following:

A. Exposed cabinet/raceways behind channel letters;

B. Internally illuminated cabinet (can) signs unless they are a custom shape and have opaque
backgrounds to resemble channel letters at night;

C. Pole signs and other freestanding signs over 6 feet in height;

D. Roof Signs; and

E. Because of the City's compelling interest in ensuring traffic safety, signs that simulate in
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color, size, or design any traffic control sign or signal, or that make use of words, symbols, or
characters in a manner that interferes with, misleads, or confuses pedestrian or vehicular

traffic.
(Ord. 2358 §22)

19.92.040 General Requirements for All Signs

Sign area and height measurement. The measurement of sign area and height to determine
compliance with the requirements of this Chapter shall be as set forth in Chapter 19.74
(Signs).

Sign location requirements. Each sign shall be located in compliance with the following
requirements, and all other applicable provisions of this Chapter.

A

1.

2.

3.

On-premise signs. Each sign shall be located on the same site as the subject of the sign,

except as otherwise allowed by this Chapter.

Setback requirements. Each sign shall comply with the applicable building setback

requirements, except for an approved blade sign.

Placement on a building. No sign shall be placed so that it interferes with the operation

of a door or window, or covers a prominent architectural feature of the building. To

integrate signs into project design, the architectural review board, or other applicable
review authority, may limit signs to certain areas of a building as a condition of
architectural review approval.

Signs within a public right-of-way. No sign shall be allowed in the public right-of-way

except for the following:

a. An approved blade sign;

b. Public signs erected by or on behalf of a governmental agency to supply public
information, identify public property, post legal notices, or direct or regulate
pedestrian or vehicular traffic;

c. Bus stop signs;

d. Informational signs of a public utility regarding its lines, pipes, poles, or other
facilities; or

e. Emergency warning signs erected by a governmental agency, a public utility
company, or a contractor doing authorized work within the public right-of-way.

Sign Design. The following design criteria shall be used in reviewing the design of
individual signs. Substantial conformance with each of the following design criteria shall be
required before a sign permit or building permit can be approved.

1.

Color. Colors on signs and structural members should be harmonious with one another
and related to the dominant colors of the buildings on the site. Contrasting colors may be
utilized if the overall effect of the sign is still compatible with building colors.

Design and construction.

a. Except for banners, flags, temporary signs, and temporary window signs conforming
with the requirements of this Chapter, each sign shall be constructed of permanent
materials and shall be permanently attached to the ground, a building, or another
structure by direct attachment to a rigid wall, frame or structure.

b. Each permanent sign shall be designed by a professional or someone who is capable
of producing professional results.

c. Each permanent sign shall be constructed by persons whose principal business is
building construction or a related trade including sign manufacturing and installation,
or someone who is capable of producing professional results.

Materials and structure.

a. Sign materials (including framing and supports) shall be representative of the type
and scale of materials used on the site where the sign is located. Sign materials shall
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be compatible with those used on the buildings on the site and any other signs on the
site.

b. No sign shall include reflective material.

c. Materials for permanent signs shall be durable and capable of withstanding
weatherizing over the life of the sign with reasonable maintenance.

d. The size of the structural members (e.g. columns, crossbeams, and braces) shall be
proportional to the sign panel they are supporting.

e. The use of individual letters incorporated into the building design is encouraged,
rather than a sign with background and framing other than the structure wall.

4. Sign Lighting. Sign lighting shall be designed to minimize light and glare on
surrounding rights-of-way and properties.

a. External light sources shall be directed and shielded so that they do not produce glare
off the site, on any object other than the sign.

b. Sign lighting shall not blink, flash, flutter, or change light intensity, brightness, or
color.

c. Colored lights shall not be used at a location or in a manner so as to be confused or
construed as traffic control devices.

d. Neither the direct nor reflected light from primary light sources shall create hazards
for pedestrians of operators of motor vehicles.

e. For energy conservation, light sources shall be hard-wired fluorescent or compact
fluorescent lamps, or other lighting technology that is of equal or greater energy
efficiency. Individual incandescent bulbs using seven watts or less are exempt from
this requirement.

f. Sign lighting intensity shall be compatible with other signs in the vicinity, the site’s
architecture and the general light level of the immediate area.

D. Sign maintenance.

1. Each sign and supporting hardware, including temporary signs and awning signs, shall be
maintained in good repair and functioning properly at all times. Any damage to a sign or
its illumination, including the failure of illumination shall be repaired within a maximum
of 14 days from the date of damage or failure.

2. Arrepair to a sign shall be of materials and design of equal or better quality as the original
sign.

3. Assign that is not properly maintained and is dilapidated shall be deemed a public
nuisance, and may be abated in compliance with the provisions of this Code.

4. When an existing sign is removed or replaced, all brackets, poles, and other supports that
are no longer required shall be removed, and, as applicable, all holes patched, textured

and painted to match the underlying structures.
(Ord. 2358 §22)

19.92.050 Sign Standards by TND designation.
Each sign shall comply with the sign type, area, height and other restrictions provided by this
Section.
A. NE and NG. Each sign on properties with the NE or NG designations shall comply with the
requirements in Table 6-309.

Table 6-39
Sign Standards for NE and NG
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Allowed
Sign Types

Maximum
Sign Height

Maximum Number of
Signs Allowed Per Parcel

Maximum Sign Area
and Other Requirements
Allowed Per Parcel

Single-family Re

sidential Uses

Blade or
Suspended

Below edge of roof

1 per dwelling unit

1 ft; painted or carved
text on wood sign; no
illumination allowed.

Multi-family Dwellings, Non-Residential

Structures and Uses

Wall or
freestanding

Wall signs: below
edge of roof;
Freestanding: 48 in.

1 of either allowed sign type
per entrance or street frontage

12 sf maximum each;
24 sf for all signs;
indirect illumination only.

B. NC and CORE. Each sign on property with the designation NC or CORE shall comply with
the requirements in the Table 6-40.

(Ord. 2358 §22)

Table 6-40

Sign Standards for NC and CORE

Allowed Maximum Maximum Sign Area and Other
Sign Types Sign Height and Location Requirements
Requirements
Awning Sign shall be entirely on awning Sign area shall not exceed 50% of the area of
valance; valance height shall not the valance front.
exceed 18 inches. 1 sign allowed per each separate awning
valance.
Indirect illumination only.
Marquee Maximum height and allowable Maximum area to be established by City
location to be established during during project review.
architectural review. Marquee signs 1 sign allowed.
allowed only for the entrance of a Indirect or direct illumination allowed.
theater.
Monument 6 ft. including base structure. Sign area including the base structure shall

not exceed 36 sf.
Indirect or direct illumination allowed.

Blade or suspended

Sign shall not exceed 16 inches in
height, and the bottom of the sign
shall be no closer than 8 ft above the
sidewalk surface below.

Sign area shall not exceed 6 sf; no sign
dimension shall be greater than 36 inches.
Sign shall be redwood sandblasted, hand
carved, painted or architecturally designed
equivalent, such as an inlaid mosaic,
wrought iron or laser-cut steel.

Indirect illumination only.

Wall

Sign shall not exceed a height of 2 ft
below the parapet or eave. Individual
letters shall not exceed a height of 18
inches unless authorized by the
architectural review board or other
review authority for the architectural
design. Signs shall be mounted above
1% floor windows on a one-story
buildings; and between windows on a

multi-story building.

Sign area shall not exceed 1 sf. per linear
foot of primary business frontage. One sign
is allowed for each business frontage with
pedestrian entrance.

A side street or rear entrance wall sign shall
not exceed one-half the area of the primary
sign above.

Indirect or direct illumination allowed.
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Window - Permanent

Within window area.

15% of total window area.
No illumination allowed.

Window - Temporary

Within window area.

25% of total window area.

Allowed for display a maximum of 15 days
at one time, up to 3 times in a 12-month

period. No illumination allowed.

19.92.060 Nonconforming Signs.
Nonconforming signs shall comply with the requirements of Section 19.74.080
(Nonconforming Signs).

(Ord. 2358 §22)

19.92-5

(8/2/07)



Chico Municipal Code OPEN SPACE STANDARDS
Chapter 19.94
OPEN SPACE STANDARDS

Sections:

19.94.010 Applicability

19.94.020 Open space types allowed by TND designation
19.94.030 Open space types

19.94.040 Open space standards

19.94.050 Timing and funding

19.94.010 Applicability.
Each regulating plan prepared in compliance with Chapter 19.82 shall identify the

location, type, and size of each proposed open space type within the plan area.
(Ord. 2358 §22)

19.94.020 Open space types allowed by TND designation. Table 6-41 identifies the open

space types allowed on properties with each TND designation.
(Ord. 2358 §22)

Table 6-41 Allowed Open Space Types

Open Space Types allowed by TND Designation
Open Space Type Key: P = Type allowed.
NE NG NC CORE SD
Greenbelt P — — — p
Greenway P P P P )
Community Park/Sportsfield p P — — P
Community Garden P P — — P
Park P P — _ P
Green P P P — P
Square — P p P p
Plaza — — P P p
Playground P P P P P

19.94.020 Open Space Types.

A. Greenbelt. The concentration of open spaces which separates urbanized areas, typically
towns and villages. Greenbelts may contain environmental and agricultural preserves, golf
courses, parks and playing fields.

B. Greenway. A linear natural reserve available for unstructured recreation. Its landscape shall

consist of paths and trails, meadows, woodland and open shelters, all naturalistically
disposed.
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C. Community Park/Sportsfield. An open area specifically designed and equipped for large
scale structured recreation. These parks should be located to the edges of neighborhoods as
their size is disruptive to the fine-grained network required for pedestrian travel.

D. Community Garden. A grouping of garden plots available for small scale cultivation,
generally to residents of apartments and other dwelling types without private gardens.

E. Park. An open area available for recreation, usually
located at a neighborhood edge, and fronted by
buildings. Its landscape comprises paved paths and
trails, some open lawn, trees, and open shelters, all
naturalistically disposed and requiring limited
maintenance.

F. Green. An open space, available for unstructured
recreation. Its landscape shall consist of lawn and
trees, naturalistically disposed.

G. Square. An open space, available for unstructured
recreation and civic purposes. A square is spatially
defined by building frontages. Its landscape shall
consist of paths, lawns and trees, generally located at
the intersection of important streets.

H. Plaza. An open space, available for civic purposes
and commercial activities. A plaza is spatially
defined by frontages. Its landscape shall consist
primarily of pavement and trees formally disposed.
Generally located at the intersection of important
streets.

I. Playground. An open space designed and equipped
for the recreation of children. A playground may be
fenced and may include an open shelter.
Playgrounds shall be interspersed within residential
areas and may be placed within a block.
Playgrounds may be included with Parks and

Greens.
(Ord. 2358 §22)

19.94.040 Open Space Standards.
Parks, greens, and other open spaces types shall be provided so that at least one shall be
located within a maximum one-quarter mile walk of at least 90 percent of all proposed dwelling

units within the TND zoning development.
(Ord. 2358 §22)

19.94-2 (8/2/07)



Chico Municipal Code OPEN SPACE STANDARDS

19.94.050 Timing and Funding.

All open space depicted on an approved regulating plan shall be constructed in conjunction
with build out of the plan. The provision of a mechanism, and timing for that mechanism, to
fund the operation and maintenance of all public and private open spaces shall be required as a

condition of approval of each regulatory plan.
(Ord. 2358 §22)
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Chapter 19.96
DEFINITIONS

Sections:
19.96.010 Purpose
19.96.020 Definitions of Specialized Terms and Phrases

19.96.010 Purpose.

This chapter provides definitions of terms and phrases used in this Division that are technical
or specialized and that are not already defined in chapter 19.04. If a definition in this chapter or
Chapter 19.04 conflicts with a definition in another Title of this code, the definition in this title
shall control for the purposes of this title. If a word or phrase used in this division is not defined
in this chapter, chapter 19.04 or elsewhere in this code, the most common dictionary meaning

shall be assumed to be correct.
(Ord. 2358 §22)

19.96.020 Definitions of Specialized Terms and Phrases.
Build-to-line: A line parallel to a property line where a primary structure fagade is required to
be located.

Facade: The exterior wall of a building that is set along a Frontage Line (see Frontage Line).

Frontage Line: Those lot lines that coincide with the edge of a public frontage.
Mixed-Use Building: A building type that allows for commercial or retail on the ground floor
and residential on upper floors.

Mixed-Use Building: A building type that allows for commercial or retail on the ground floor
and residential on upper floors.

Streetscreen or streetwall: a freestanding wall built along the frontage line, or coplanar with
the facade for the purpose of masking a parking lot from street.

Studio - Art, Dance, Martial Arts, Music, etc.: Small scale facilities, typically
accommodating no more than two groups of students at a time, in no more than two instructional
spaces. (Larger facilities are included under the definition of "Schools - Specialized Education
and Training.") Examples of these facilities include: individual and group instruction and
training in the arts; production rehearsal; photography, and the processing of photographs
produced only by users of the studio facilities; martial arts training studios; gymnastics
instruction, and aerobics and gymnastics studios with no other fitness facilities or equipment.
Also includes production studios for individual musicians, painters, sculptors, photographers,
and other artists.

Townhouse: A building with two or more two- or three-story dwellings having multiple
common vertical walls on one or more of the units.

Traditional Neighborhood Development: A compact, mixed-use neighborhood in which
residential, commercial and civil buildings are within close proximity to each other.
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Transect: A range of population and building densities from more rural to more urban physical
conditions.
(Ord. 2358 §22)
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